Static Centrifugal, Surface Separation and Depth Synthetic
Water Coalescers

Features & Benefits:

e After much research and vigorous testing, the methodologies inherent to our
product range were developed as an effective and innovative filtration technology
specifically aimed at Water Separation.

e Individually, these units are highly effective and when used in combination with each
other they form a lethal, modular approach to setting a new industry standard in
removing water from bulk tank installations.
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’ STATIC CENTRIFUGAL WATER
COALESCER

e These units are cost effective and efficient in water separation & drainage on a
sustainable level.

¢ Tests have revealed that the iAquaMax™ will remove free water and is highly
effective in removing water in suspension.

¢ Units are easy to install, maintenance is low and maintenance intervals are
extended.

¢ When compared to standard products in the industry, these units will NOT collapse
in water, will maintain their water separation capabilities, allow for continuous visual
monitoring and are highly effective.
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The WATER TRAP:

Fitted for constant visual inspection, the Water Trap acts as a Permanent ‘Policeman’
that alerts the controller/manager to the presence of amber diesel, black diesel or other
pseudo-fuel mixtures and overall quality of fuel delivered.

An added benefit of the Water Trap is alertness of fuel particle contamination levels,
being the visible dirt’s direct correlation to non-visible dirt levels. Large particles give a
clear indication of problematic ISO dirty diesel deliveries.

DIESEL FUEL INSPECTION




3 INDIVIDUAL WATER SEPARATION METHODOLOGIES
A "LETHAL" COMBINATION ON A PERMANENT SUSTAINABLE BASIS!

Each of the water separation methodologies below are effective in removing free water. Utilising filters in various
combinations simply provides a highly effective, sustainable methodology for removing the number one cause of
modern engine failure - Water.

Methodology: Permanent internal structure (Static Centrifugal)

designed in such a way that when Diesel passes through (due to

water being heavier than fuel) free water subsides to Water Trap

while separated diesel continues on through the system.

e Due to its design, the unit does not use a cartridge resulting in higher
cost savings.

e Removes free water on a level that would crash standard systems i.e. you

Static
Centrifugal
Water

COG |escer can flood the vessel and, after flooding has subsided, it will still work.
o Water Trap fitted for constant visual inspection that alerts controller/
[Permonen’r) manager of amber fuel, permanent water in suspension, black diesel
and fuel delivery quality.
Methodology: Replaceable Cartridge. Medium designed for Free
2 Water to separate on its surface. A high percentage of suspended
water will also be removed.
su rche o Will remove free water and highly effective for suspended water.
= e Removes free water on a level that would crash standard systems
sepq rqhon i.e. you can flood vessel and it will still work.
COG |escer e |deal for free water contamination and pseudo-fuel mixtures.
e Water Trap fitted for constant visual inspection that alerts controller/
(Of a Permanent manager of amber fuel, permanent water in suspension, black diesel
Nature) and fuel delivery quality.

e Permanent ‘Policeman’.
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Methodology: Replaceable Cartridge, multi-layered depth media
coalesces on the surface and inside the multi media. However, the
above-mentioned 2 water filters are proving more popular.

e Final stage application - polishing.

o Water Trap fitted for constant visual inspection that alerts controller/
manager of amber fuel, permanent water in suspension, black diesel
and fuel delivery quality.

. e Permanent ‘Policeman’.

Depth
Synthetic
Coalescer

e Allows for permanent Visual Inspection of diesel quality in circulation
alerting the controller of amber diesel, black diesel or other pseudo-
fuel mixtures and overall fuel delivery quality — supplier quality
insurance (particle and water).

e \Water Trap is user friendly to drain separated free water.

e Larger particle sizes may also be seen, identifying what level of
contamination is present.

~ e |arge particles can also be drained.

e Unit is fireproof and has been tested to high pressures.

SUSTAINABLY TRAPPING WATER!

WATER TRAP

(Visual Inspection)




