
iCerMax™ - Two Stage Portable Filter Trolley  



Powerful pump  

Midlands heavy duty pump 72 ltr/pm  

1.1 KW Zest Motor  

Steel belt housing 

Will maintain flow rate until 4 Bar pressure 

Pump protected by filter bag, ensuring long 

life cycle  

 

High pressure oval gear meter 

Rated 120 ltr/pm  

25 Bar pressure  

 

 

 

 

                                                             

Containment Tray   

40 ltr capacity  

Drain valve  

Trolley designed with ‘Bunk wall” 

 

 

 

Built in protection  

Overload relay for TC starter 

Pressure valve limited to 4 Bar  

 

 



The filter trolley is custom designed to enhance the fluids cleanliness levels, due to the 

characteristics of ceramic filtration a sustainable cleanliness level is ensured at all time. The 

operating speed is constantly 70 ltr/pm, until 4 bar pressure is reached in the ceramic filter. 

 

The trolley is functional as it does not require to be constantly maintained by changing cartridges or 

small strainers that block constantly, or allow unlimited superfluous  use, due to compromise of its 

fiber/synthetic mediums, without obtaining the required cleanliness levels.  

 

 

Introducing sustainable portable filtration with iCerMax™ ceramic  

• Suitable for both diesel fuels and hydraulic oils  

• Transfer and clean fluids in the same operation 

• High flow rate  - constant flow 72 ltr/pm  until 4 bar   

• Midlands heavy duty cast iron pump , no cheap Eastern imitation   

• Powerful Zest 1.1kw motor  ,to composite for increased pressures ,and maintain flow rate  

• Steel belt housing , offer long & trouble free life 

• Supply pre-filter- large bag filter  

• Delivery filter – three core iCerMax™ ceramic medium – 2.7 meter  

• Filters  application specified  to required ISO cleanliness levels or customer specifications 

• iCerMax™ Ceramic medium ensure sustainable cleanliness levels and accurate monitoring  

• Fitted with a high pressure oval gear meter  

• Containment tray  40 ltr with valve  

• Industrial electric switch with overload relay protection ,15 meter electric cord  

• Release pressure valve 4 Bar. 

• Fitted with four pressure gauges for accurate monitoring  

• Four mini mesh sample units – to monitor iCerMax™ ceramic medium sustainable 

cleanliness levels ,as it’s a superior depth filtration medium that can’t  rip, vibrate, form 

channels or flex . Delivering sustainable cleanliness levels during its entire medium lifecycle. 

• Supply hose  2m    - deliver hose 2m  

• Remove only harmful contaminants ,will not disarm the additive pack 

• Restores fuels and oils to their optimal pristine condition  

• Clean tanks without the necessity of expensive dismantle  

• Solid ,functional construction  

• The trolley is easy operate and fully maneuverable 

 

• Ideal for mining ,construction fueling depots and tank farms  

• Ideal for standby diesel reservoirs and onboard fuel tanks  

• Clean and transfer 210 ltr oil drum in under 3 minutes. 

• For the advantages of ceramic filtration www.iFleet.co.za  

 

 

 

 

  

 

 

 

 



 

Advantages from using the Midland gear pump as opposed to the aluminum hydraulic pumps, and 

these include: 

 

• Heavy duty cast iron construction. Midland pumps are simple but rugged, and are 

designed for transfer and filtration purposes. Hydraulic pumps are designed to pump 

clean fluids only, and are easily damaged by particles in the liquid.  

• Internal relief valves. Most pumps are fitted as standard (and all can be supplied) with 

internal relief valves, which offer increased safety as they open automatically in the 

event of a blockage after the pump. Pumps without relief valves can burst filters, pipes 

or the pumps themselves which are an obvious safety risk. 

• Steel bell housings: We use steel rather than aluminium bell housings on Group 1 & 2 

Midland pumps. There are much stronger than the aluminium equivalents, and offer 

long & trouble free life. 

• Viscosity: We can handle liquids of almost any viscosity, by simply selecting the correct 

pump size and motor speed for that viscosity. The pumps are fitted with self lubricating 

bushes which are equally suitable for thin and thick liquids  

• Temperature: Standard Midland pumps (with the correct seals) can handle liquids up to 

200 degrees Celsius. Special pumps are also available for higher temperatures. 

 

 

We also custom build to clients specifications  

 

 

 

 

 

 

 

 

 

 

 

 


