
 iCerMax™ - Two Stage Portable Filter 



Trolley  

Powerful pump  

Calpeda 25/16b close coupled unit 220 v 

diesel 90 l/p/m @ 2.9 bars 

1.1 KW Motor  

Will maintain high flow rate  

 

 

 

High pressure oval gear meter 

Rated 120 ltr/pm  

25 Bar pressure  

 

 

 

 

                                                            

Containment Tray   

40 ltr capacity  

Drain valve  

Trolley designed with ‘Bunk wall” 

Multi grip handles  

Highly movable  

 

Built in protection  

Overload relay for TC starter 

Fitted with four pressure gauges for accurate 

monitoring of bag and ceramic filter 



 

The filter trolley is custom designed to enhance the fluids cleanliness levels, due to the 

characteristics of ceramic filtration a sustainable cleanliness level is ensured at all time. 

 The operating speed is 90 ltr/p/m. 

 

The trolley is functional as it does not require to be constantly maintained by changing cartridges or 

small strainers that block constantly, or allow unlimited superfluous use, due to compromise of its 

fiber/synthetic mediums, without obtaining the required cleanliness levels.  

 

 

Introducing sustainable portable filtration with iCerMax™ ceramic  

• Suitable for both diesel fuels and  hydraulic oils  

• Transfer and clean fluids in the same operation 

• High flow rate  - 90  ltr/pm   

• Calpeda 25/16b close coupled unit 220 v diesel 90 l/p/m @ 2.9 bars   

• Powerful 1.1kw motor, to composite for increased pressures ,and maintain flow rate  

• Supply pre-filter- large bag filter – highly cost effective  

• Delivery filter – three core iCerMax™ ceramic medium – 2.7 meter  

• Filters  application specified  to required ISO cleanliness levels or customer specifications 

• iCerMax™ Ceramic medium ensure sustainable cleanliness levels and accurate monitoring  

• Fitted with a high pressure oval gear meter  

• Containment tray  40 ltr with valve  

• Industrial electric switch with overload relay protection ,15 heavy duty meter electric cord  

• Fitted with four pressure gauges for accurate monitoring  

• Mini mesh sample units – to monitor iCerMax™ ceramic medium sustainable cleanliness 

levels ,as it’s a superior depth filtration medium that can’t  rip, vibrate, form channels or flex 

. Delivering sustainable cleanliness levels during its entire medium lifecycle. 

• Supply hose  3m  - deliver hose 3m  

• Remove only harmful contaminants ,will not disarm the additive pack 

• Restores fuels and oils to their optimal pristine condition  

• Clean tanks without the necessity of expensive dismantle  

• Solid ,functional construction  

• The trolley is easy operate and fully maneuverable 

• Ideal for mining ,construction fueling depots and tank farms  

• Ideal for standby diesel reservoirs and onboard fuel tanks  

• Clean and transfer 210 ltr oil drum in under 3 minutes. 

• For the advantages of ceramic filtration www.iFleet.co.za  

 

 

 

 

  

 

 

 

 

 



 

Technical data  

Description:             Dual portable” kidney” filtration filter System 

Part no: Deluxe –Centrifugal 90 l/p/m  

Diesel fuels and Hydraulic oils  

Two stage filtration, pre filter: bag, final :ceramic  

Flow Rate Max:      90 ltr/pm 

Pump:                    Calpeda 25/16b close coupled unit 220 v diesel 90 l/p/m @ 2.9 bars  

Meter:                     Oval gear meter  

Motor:                    1.1 kw/220v 

Electric cored:        15 m heavy duty        

Electric Switch:      With load protection 

Micron Rating:         1, 5, 10, 15, 20 elements 

Diesel Tray:             40 ltr  

Diesel Vol.:              67  ltr 

Mass  Vol:                123+45   kg  

Mass Empty:             67 +45   kg 

Length:                     1.040  m 

Width                        0.750 m 

Height                       1.620  m          

Port size- inlet            1 ½ inch                                      

              - outlet          1     inch   

Max pressure              4 Bar  

Gauges                        4 in/out  

Max diff. pressure        

between gauges 

-Ceramic filter              4 Bar 

- Bag Filter                   1, 5 Bar - ideal 1.2 Bar  

Clean pressure drop     0.1 Bar  

Mini mesh sample        2 inlet                                                            


